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INTRODUCTION
ARMADA LUBRICANTS is one of the premium lubricants and grease 
manufacturers in Al Sajah industrial area, Sharjah, United Arab Emirates. 
The plant is blending and filling 75,000 metric ton of lubricants in 
annum. We are one of the leading and specialized premium product 
manufactures in region. We offer expansive inventory of raw materials 
and specialized in custom blended petroleum, solvent and water based 
products with international high end additive packages to meet the 
international performance levels of automotive, industrial and marine 
lubricants. The plant is certified for ISO 9001-2008, ISO 14001-2004, 
OHSAS 18001:2007 and products are approved by American Petroleum 
Institute (API).

To ensure the quality control of ARMADA LUBRICANTS, the laboratory 
equipped with with latest technology and machinery to carryout 
outstanding testing and quality control measurements for the lubricants 
throughout the process. Our products and plant is approved by 
prestigious governmet departments in UAE.

ARMADA LUBRICANTS, is a customer focused manufacturer and we are 
driven by our core values of quality, reliability and efficiency. We make 
sure our wide variety of lubricant solution is first choice for both 
engineers and customers by research and continues quality 
improvement.
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ARMADA
PETROL ENGINE OIL

ARMADA is a unique and premium quality, high performance fully/semi-synthetic and mineral based motor oil 
specially formulated with OEM approved additive technology for use in passenger cars and light truck gasoline 
engines and diesel engines under all operating conditions.

This oil is carefully formulated for ultimate protection in all driving conditions, to avoid bore polishing phenomena 
and effectively reduce fuel consumption. This lube can be used for naturally aspirated, fuel injected, turbocharged 
and multi valve passenger car engines.

ARMADA Petrol Engine Oil exceeds the requirements of all major car manufactures and the following standards.

SAE Viscosity Grades:
SAE 5W/30, SAE 5W/40, SAE 5W/50, SAE 10W/30, SAE 10W/40,
SAE 15W/40, SAE 20W/40, SAE 20W/50, SAE 30, SAE 40, SAE 50.
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ARMADA
DIESEL ENGINE OIL

ARMADA Super High Performance Diesel Engine Oil the latest highest quality based diesel engine oil specially 
formulated with OEM approved additive technology for use in high speed, four stroke engines designed to meet 
exhaust emission standards. This oil is especially formulated in order to allow prolonged intervals between oil 
changes and to reduce fuel consumption and suitable for the lubrication of all four stroke diesel engines, 
normally aspirated as well as turbo-charged, even when working in particularly severe conditions. It provides 
protection against oil thickening, high temperature, sludge build up, oil degradation, corrosion and good shear 
stability.

ARMADA Diesel Engine Oil meets and exceeds the requirements of all major engine manufacturers and the 
standards.

SAE Viscosity Grades:
SAE 10W/40, SAE 15W/40, SAE 20W/50, SAE 10W, SAE 40, SAE 50.

03



ARMADA
2 STROKE ENGINE OIL

ARMADA 2T Superior Two Stroke engine oil specifically developed for use in the latest air cooled two stroke engines, 
two cycles and water cooled out board engines. It is formulated with a less ash additive and a special solvent that 
permits ready mixing with gasoline over wide temperature range. It protects against pre-ignition, minimizes engine 
life by keeping pistons and rings free. This oil is used for standard two stroke motor cycle engines fitted with oil 
infection or premix systems.

ARMADA 2Stroke Engine Oil meets and exceeds the requirements of any 2 stroke engines in market.

SAE Viscosity Grades:
TC SAE 20, TC SAE 30.
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ARMADA
GEAR LUBRICANTS

ARMADA Gear Lubes blended with high quality mineral base oil with some anti-wear and anti-foam additives 
which has strong oxidation and foaming resistant use in heavy duty operation are in commercial fleet, manual 
transmission, axels and final drives. Protects rust and corrosion and low temperature properties, gives good start 
in cold weather.

Armada Gear Lubes meets the performance requirements.

SAE Viscosity Grades:
SAE 90, SAE 140, SAE 80W/90, SAE 85W/90, SAE 85W/90, SAE 85W/140
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ARMADA
ATF

ARMADA ATF is a superior quality automatic transmission fluid meeting General Motors GM DEXRON III 
specifications. It is a special fluid with highly improved performance over DEXRON IID and DEXRON IIE carefully 
formulated multi functional power transmission fluid which satisfies the latest requirements of passenger cards 
and commercial vehicle automatics, has the facility and oiliness suited to the requirements of modern automatic 
gear boxes. It has extremely low temperature fluidity. It has excellent shift fueling, extremely low temperature 
fluidity, shear stability & wear protection, maximum oil drain interval and high temperature oxidation stability.

Armada ATF is recommended for use in automotive automatic transmissions, Hydraulic systems, power steering 
and certain manual transmissions. Armada ATF meets and exceeds all requirements of your favorite ATF.
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ARMADA
BRAKE FLUID

ARMADA Brake Fluid is a premium glycol quality automotive brake fluid meeting the specifications of DOT-3 and 
DOT-4. The fluid provides long volatility and low pour point ensure performance in normal temperature range, 
provides protection against rust and corrosion, compatible with rubber seals, miscible with
other approved glycol ether, good braking response and reduces chances of vapor lock.

Armada Brake Fluid meets:
DOT 3, SAE J 1703, FMVSS NO.116
DOT 4, SAE J 1704, ISO4925, FMVSS NO.116
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ARMADA
INDUSTRIAL GEAR OIL

ARMADA Industrial Gear Oils are premium quality extreme pressure oils designed primarily for lubrication of heavy 
duty industrial gears. Their high load carrying capacity and anti-friction characteristics combine to offer superior 
performance in gears and in all industrial applications. It is formulated using high viscosity index, solvent refined 
base oils and incorporate special sulfur- phosphorous additive to provide and extreme pressure performance. This 
lubes provides excellent load carrying and antifriction characteristics, outstanding oxidation and thermal stability, 
effective corrosion inhibition and effective water shedding properties. 

Armada industrial gear oils can be used in steel fear transmissions, industrial gears transmissions, industrial gear 
drives where a full EP performance is required, circulating and splash lubricated systems and bearings.

ISO Viscosity Grades:
ISO 68, ISO 100, ISO 150, ISO 220, ISO 320, ISO 460
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ARMADA
AW HYDRAULIC OIL

ARMADA AW Hydraulic Oils are premium quality anti-oxidant, anti-wear, anti-rust hydraulic oils for industrial 
hydraulic applications blended with selected high quality base stocks and special additives to give excellent 
dimulsibility, superior oxidation and thermal stability and excellent load carrying capacity. It provides excellent 
oxidation & thermal stability, excellent load carrying capacity, outstanding anti-wear performance, low friction and 
hydraulic stability, excellent air release and antifoam properties. This oil can be used in all hydraulic and fluid 
power transmission system suitable for a wide range of other industrial applications.

ISO Viscosity Grades:
ISO 32, ISO 46, ISO 68, ISO 100, ISO 150, ISO 220
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ARMADA
TURBINE OIL

ARMADA Turbine Oils are blended from solvent refined base oils with high quality additives inhibited to enhance 
their rust and oxidation properties. They are exceptionally well suited for use as steam turbine lubricants whose 
effective rust prevention and good air and water release ensures reliable efficient operation over long period of 
use. The benefits; excellent thermal and oxidation stability, excellent corrosion protection, excellent oil/water 
separation properties, good air release characteristics. This oil can be used for power generation steam engines, 
industrial steam turbines. Turbines air compressors and certain oil lubricated bearings.

ISO Viscosity Grades:
ISO 32, ISO 46, ISO 68, ISO 100
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ARMADA
MARINE OIL

Armada Marine system oil is premium quality lubricant for cross head diesel i=engine crank case system. It is 
especially effective in highly rated cross head engines with oil cooled pistons, power take-off (PTO) gear 
applications. It provides good alkinity, excellent resistance to corrosion, excellent detergency keeps crankcase 
and under piston spaces clean, good oxidation stability.

Viscosity Grades:
SAE 30, SAE 40, SAE 50 (6 TBN, 9 TBN, 12 TBN, 15 TBN)
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ARMADA
ENGINE COOLANT & ANTI-FREEZE

ARMADA Coolant is radiator coolant developed to meet modern engines requirements operating high 
temperatures. This is a mono-ethylene Glycol based fluid with anti-rust and anti-corrosion inhibitor. The coolant is
suitable for use in all passenger cars. The mains benefits are: Protect against rust and corrosion, provide excellent 
heat transfer characteristics, compatible with all rubber hoses used in cooling systems and good solubility and 
stability in both soft and hard water. This coolant are normally available in concentration ratio of 1:2 or 1:1 (coolant: 
water) and are suitable for all type of passenger cars.
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ARMADA
LITHIUM GREASES

ARMADA Extreme Pressure Lithium Greases are made from refined mineral base oil thickened with lithium soap 
and enhanced with extreme pressure agent. Extreme pressure greases are very effective in automotive and 
industrial applications. It provides outstanding water resistance, good mechanical and thermal stability, maintains
consistency, throughout service life, good anti-corrosion and antirust properties and effective extreme pressure 
and load bearing qualities. 

Automotive applications such as wheel bearings and chassis point.
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LV-10/B, P.O Box. 53384, Hamriya Freezone
Sharjah, United Arab Emirates
Email: info@raptorlubes.com
www.raptorlubes.com


